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(57) ABSTRACT

There is provided a multilayer ceramic capacitor to be embed-
ded in a board, including: a ceramic body; first and second
internal electrodes alternately exposed through end surfaces
of the ceramic body; first and second external electrodes
formed on end surfaces of the ceramic body; and first and
second plating layers enclosing the first and second external
electrodes, wherein when distance from one end of bands of
the first or second external electrode to the other end thereof
is ‘A’ and distance between points at which a virtual line
drawn from a point vertically spaced apart from a surface of
the first or second plating layer at a point 2xA from one end
of'the bands inwardly of the ceramic body by 3 um in length
direction of the ceramic body intersects points on the surface
of' the first or second plating layer is ‘B, B/A=0.6.

10 Claims, 3 Drawing Sheets
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1
MULTILAYER CERAMIC CAPACITOR TO BE
EMBEDDED IN BOARD, METHOD OF
MANUFACTURING THE SAME, AND
METHOD OF MANUFACTURING BOARD
HAVING MULTILAYER CERAMIC
CAPACITOR EMBEDDED THEREIN

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims the benefit of Korean Patent Appli-
cation No. 10-2013-0084170 filed on Jul. 17, 2013, with the
Korean Intellectual Property Office, the disclosure of which is
incorporated herein by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a multilayer ceramic
capacitor to be embedded in a board, a method of manufac-
turing the same, and a method of manufacturing a board
having a multilayer ceramic capacitor embedded therein.

2. Description of the Related Art

A multilayer ceramic capacitor (MLCC), a multilayer chip
electronic component, is a chip-type condenser mounted on
printed circuit boards of various electronic products includ-
ing display devices such as liquid crystal displays (LCDs),
plasma display panels (PDPs), and the like, computers, per-
sonal digital assistants (PDAs), cellular phones, and the like,
to charge and discharge electricity.

Multilayer ceramic capacitors (MLCCs) may be used as
components of various electronic devices due to advantages
thereof such as a small size, high capacitance, ease of mount-
ing, and the like.

Recently, as the performance of portable smart devices
such as smartphones, tablet personal computers (PCs), or the
like, has improved, a driving speed of an application proces-
sor (AP) used for calculations has increased. When the driv-
ing speed of the AP is increased as described above, high
frequency current should be rapidly supplied to the AP.

The multilayer ceramic capacitor serves to supply current
to the AP. Therefore, in order to rapidly supply the high
frequency current as described above, a multilayer ceramic
capacitor having low equivalent series inductance (ESL)
should be used or a multilayer ceramic capacitor should be
embedded in a board to maximally decrease a distance
between the multilayer ceramic capacitor and the AP.

In the former case in which a low ESL multilayer ceramic
capacitor is used, a structural problem may occur. Therefore,
recently, research into the latter case in which the multilayer
ceramic capacitor is embedded in the board has been actively
conducted.

In the multilayer ceramic capacitor to be embedded in the
board, a metal layer mainly formed of copper (Cu) is formed
on a surface of an external electrode.

After the multilayer ceramic capacitor is embedded in the
board, the metal layer serves to electrically connect a circuit
on the board to the multilayer ceramic capacitor by a via hole
process using a laser beam and a plating process of filling the
via hole with copper.

After the multilayer ceramic capacitor is embedded in the
board, the via hole is formed by penetrating through a resin
layer using the laser beam so that the external electrode of the
multilayer ceramic capacitor is exposed, and the via hole is
filled with copper by the plating process so that an external
wiring and the external electrode of the multilayer ceramic
capacitor are electrically connected to each other.
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In this case, the laser beam may be absorbed due to a glass
component in the external electrode while penetrating
through a plating layer of the multilayer ceramic capacitor,
thereby directly damaging a ceramic body. Therefore, the
plating layer should be thick, and the external electrode
should have a uniform thickness and a flat surface.

When the thickness of the external electrode is not uniform
and the surface of the external electrode is not flat, scattered
reflections of the laser beam may be generated on a surface of
the plating layer to cause damage to a resin portion around the
plating layer. Therefore, an inner portion of the via hole may
be non-uniformly plated at the time of performing the plating
process to cause cracking, or the like, in a via electrode.

Meanwhile, when a space is generated between a chip and
an epoxy layer after a built-up film is attached and com-
pressed, delamination may be generated. Therefore, it is
important to closely bond the built-up film to the chip.

In addition, the ceramic body and the external electrode of
the multilayer ceramic capacitor may have a step therebe-
tween, generated by a thickness of the external electrode. In
this case, when the step is excessively large, a space between
the multilayer ceramic capacitor and the built-up film is
increased, so that the possibility of delamination is increased.

Therefore, in order to decrease the delamination, the thick-
ness of the external electrode or the thickness of the plating
layer is decreased. In this case, the ceramic body may be
damaged during laser processing, and thus, there has been a
limitation in decreasing the thickness of the external elec-
trode or the thickness of the plating layer.

Therefore, in order to decrease the delamination due to the
step between the external electrode and the ceramic body, the
thickness of the external electrode may be gradually
decreased in order not to form a steep step at a distal end
portion of the external electrode.

The multilayer ceramic capacitor to be embedded in the
board is thinner than the multilayer ceramic capacitor which
is not to be embedded in the board, but is to be mounted
thereon. In the case of the multilayer ceramic capacitor to be
embedded in the board, when a thickness of the ceramic body
is excessively thin, a paste is thinly applied to an exposed
surface of an internal electrode, such that the external elec-
trode is formed. Therefore, high temperature reliability may
be degraded due to permeation of a plating solution.

In addition, when viscosity of the external electrode is
increased in order to increase a thickness of the exposed
surface of the internal electrode, a band surface may be
increased in terms of thickness, such that a flatness ofthe band
surface is decreased and an angle of a distal end portion is
increased, thereby causing the above-mentioned cracking in
the via electrode or delamination.

The following Patent Document 1 includes a ceramic body,
an external electrode, and a plating layer, and does not spe-
cifically limit numerical values with respect to a flatness of
the plating layer.

RELATED ART DOCUMENT

(Patent Document 1) Korean Patent Laid-Open Publication
No. 10-2011-0122008

SUMMARY OF THE INVENTION

An aspect of the present invention provides a multilayer
ceramic capacitor to be embedded in a board, capable of
preventing damage to a ceramic body at the time of process-
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ing a via hole using a laser beam and preventing delamination
between the board and the multilayer ceramic capacitor
embedded in the board.

According to an aspect of the present invention, there is
provided a multilayer ceramic capacitor to be embedded in a
board, including: a ceramic body having a plurality of dielec-
tric layers laminated therein; a plurality of first and second
internal electrodes alternately exposed through both end sur-
faces of the ceramic body, having each of the dielectric layers
interposed therebetween; first and second external electrodes
formed on both end surfaces of the ceramic body and electri-
cally connected to the first and second internal electrodes,
respectively; and first and second plating layers enclosing the
first and second external electrodes, wherein when a distance
from one end of bands of the first or second external electrode
to the other end thereof'is defined as A and a distance between
points at which a virtual line drawn from a point vertically
spaced apart from a surface of the first or second plating layer
at a point ¥2xA from one end of the bands inwardly of the
ceramic body by 3 um in a length direction of the ceramic
body intersects points on the surface of the first or second
plating layer is defined as B, B/A=0.6 is satisfied.

When one end of the bands of the first or second external
electrode is defined as P, a point spaced apart from P by Y1oxA
is defined as Q, and a point at which a virtual line vertically
drawn from Q in a thickness direction of the ceramic body
intersects a point on the surface of the first or second plating
layer is defined as R, an angle (8) formed by line PQ and line
PR may be equal to or smaller than 35 degrees.

The ceramic body may have a thickness of 80 um or less.

According to another aspect of the present invention, there
is provided a method of manufacturing a multilayer ceramic
capacitor to be embedded in a board, the method including:
preparing a plurality of ceramic green sheets; forming a plu-
rality of first and second internal electrodes on the respective
ceramic green sheets using a conductive paste; forming a
multilayer body by alternately stacking the plurality of
ceramic green sheets having the first and second internal
electrodes formed thereon in a thickness direction of the
multilayer body; forming a ceramic body by sintering the
multilayer body; forming first and second external electrodes
on both end surfaces of the ceramic body so as to contact the
exposed portions of the first and second internal electrodes to
thereby be electrically connected to the first and second inter-
nal electrodes, respectively; and forming first and second
plating layers enclosing the first and second external elec-
trodes, wherein when a distance from one end of bands of the
first or second external electrode to the other end thereof is
defined as A and a distance between points at which a virtual
line drawn from a point vertically spaced apart from a surface
of the first or second plating layer at a point 2xA from one
end of the bands inwardly of the ceramic body by 3 pum in a
length direction of the ceramic body intersects points on the
surface of the first or second plating layer is defined as B,
B/A=0.6 is satisfied.

The forming of the first and second external electrodes may
include: dipping both ends of the ceramic body in a paste to
form the first and second external electrodes; and blowing air
toward the bands of the first and second external electrodes.

In the blowing of the air, a speed and a direction of the
blown air may be adjusted to control surface flatness of the
bands of the first and second external electrodes and angles
between the ceramic body and the first and second external
electrodes.

According to another aspect of the present invention, there
is provided a method of manufacturing a board having a
multilayer ceramic capacitor embedded therein, the method
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including: preparing the multilayer ceramic capacitor; form-
ing a cavity in the board; mounting the multilayer ceramic
capacitor in the cavity; attaching a built-up film to the board
and compressing the built-up film at a high temperature and a
high pressure, the built-up film being formed of an epoxy
material; forming via holes in the board such that external
electrodes of the multilayer ceramic capacitor are exposed;
and filling the via holes with a conductive material to manu-
facture the board having the multilayer ceramic capacitor
embedded therein, wherein in the multilayer ceramic capaci-
tor, when a distance from one end of bands of the first or
second external electrode to the other end thereof’is defined as
A and a distance between points at which a virtual line drawn
from a point vertically spaced apart from a surface of a first or
second plating layer ata point /2xA from one end of the bands
inwardly of a ceramic body by 3 pum in a length direction of
the ceramic body intersects points on the surface of the first or
second plating layer is defined as B, B/A=0.6 is satisfied.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other aspects, features and other advantages
of'the present invention will be more clearly understood from
the following detailed description taken in conjunction with
the accompanying drawings, in which:

FIG. 1 is a perspective view schematically showing a mul-
tilayer ceramic capacitor according to an embodiment of the
present invention, except for a metal layer;

FIG. 2 is a side view of FIG. 1;

FIG. 3 is a lateral cross-sectional view of the multilayer
ceramic capacitor according to the embodiment of the present
invention;

FIG. 4 is a view schematically showing a process of form-
ing an external electrode on an end surface of a ceramic body
according to the embodiment of the present invention; and

FIGS. 5 and 6 are lateral cross-sectional views showing an
end portion of the ceramic body and an external electrode and
aplating layer formed on the end portion of the ceramic body
in order to illustrate a dimensional relationship between ele-
ments included in the multilayer ceramic capacitor of FIG. 3.

DETAILED DESCRIPTION OF THE
EMBODIMENTS

Embodiments of the present invention will now be
described in detail with reference to the accompanying draw-
ings.

The invention may, however, be embodied in many differ-
ent forms and should not be construed as being limited to the
embodiments set forth herein.

Rather, these embodiments are provided so that this dis-
closure will be thorough and complete, and will fully convey
the scope of the invention to those skilled in the art.

In the drawings, the shapes and dimensions of elements
may be exaggerated for clarity, and the same reference
numerals will be used throughout to designate the same or
like elements.

Directions of a hexahedral ceramic body will be defined in
order to clearly describe an embodiment of the invention. L,
W and T shown throughout the drawings refer to a length
direction, a width direction, and a thickness direction, respec-
tively. Here, the thickness direction may be the same as a
direction in which dielectric layers are laminated.

Further, in the present embodiment, for convenience of
explanation, both end surfaces of a ceramic body refer to
surfaces on which first and second external electrodes are
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formed in the length direction of the ceramic body, and side
surfaces thereof refer to surfaces vertically intersecting with
both end surfaces.

FIG. 1 is a perspective view schematically showing a mul-
tilayer ceramic capacitor according to an embodiment of the
invention, except for a metal layer; FIG. 2 is a side view of
FIG. 1; and FIG. 3 is a lateral cross-sectional view of the
multilayer ceramic capacitor according to the embodiment of
the invention.

Referring to FIGS. 1 through 3, a multilayer ceramic
capacitor 100 according to the embodiment of the invention
may include a ceramic body 110, first and second internal
electrodes 121 and 122, first and second external electrodes
131 and 132, and first and second plating layers 141 and 142.

The ceramic body 110 may be formed as a hexahedron
having first and second main surfaces 110a and 1105 and first
and second side surfaces 110c and 1104. The first and second
main surfaces 110a and 1105 may be extended in the length
direction L and the width direction W. The first and second
side surfaces 110¢ and 1104 may be extended in the thickness
direction T and the length direction L.

The ceramic body 110 may be formed by stacking a plu-
rality of dielectric layers 111 in the thickness direction T and
then sintering the plurality of dielectric layers 111. The
ceramic body 110 may be formed to have a thickness of 80 um
orless. The shape and dimension of the ceramic body 110 and
the number of dielectric layers 111 are not limited to the
present embodiment shown in FIGS. 1 to 3.

The plurality of dielectric layers 111 configuring the
ceramic body 110 may be in a sintered state. Adjacent dielec-
tric layers 111 may be integrated with each other so that
boundaries therebetween may not be readily apparent without
using a scanning electron microscope (SEM).

The ceramic body 110 may include an active region, con-
tributing to forming capacitance of the multilayer ceramic
capacitor, and upper and lower margin portions formed in
upper and lower portions of the active region, respectively, to
prevent damage to the first and second internal electrodes 121
and 122 due to physical or chemical stress.

A thickness of the dielectric layer 111 may be arbitrarily
changed in accordance with a capacitance design of the mul-
tilayer ceramic capacitor 100. The dielectric layer 111 may
include ceramic powder having high permittivity, for
example, barium titanate (BaTiO,) based powder or stron-
tium titanate (SrTiO;) based powder. However, the invention
is not limited thereto.

The first and second internal electrodes 121 and 122, a pair
of electrodes having opposite polarities, may be formed by
printing a conductive paste including a conductive metal at a
predetermined thickness on the plurality of dielectric layers
111 stacked in the thickness direction T while alternately
exposed through both end surfaces of the ceramic body 110 in
the direction in which the dielectric layers 111 are stacked.
The first and second internal electrodes 121 and 122 may be
electrically insulated from each other by the dielectric layer
111 disposed therebetween.

That is, the first and second internal electrodes 121 and 122
may be electrically connected to the first and second external
electrodes 131 and 132 formed on both end surfaces of the
ceramic body 110 through portions thereof alternately
exposed to both end surfaces of the ceramic body 110, respec-
tively.

Therefore, when voltage is applied to the first and second
external electrodes 131 and 132, charges may be accumulated
between the first and second internal electrodes 121 and 122
facing each other. In this case, capacitance of the multilayer
ceramic capacitor 100 may be in proportion to an area of a
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6

region in which the first and second internal electrodes 121
and 122 are overlapped with each other.

Widths of the first and second internal electrodes 121 and
122 may be determined depending on use thereof. For
example, the widths of the first and second internal electrodes
121 and 122 may be determined to be in a range of 0.2 um to
1.0 um in consideration of a size of the ceramic body 110.
However, the invention is not limited thereto.

In addition, the conductive metal included in the conduc-
tive paste forming the first and second internal electrodes 121
and 122 may be nickel (Ni), copper (Cu), palladium (Pd), or
analloy thereof. However, the invention is not limited thereto.

In addition, as a method of printing the conductive paste, a
screen printing method, a gravure printing method, or the
like, may be used. However, the invention is not limited
thereto.

The first and second external electrodes 131 and 132 may
be formed on both end surfaces of the ceramic body 110 while
partially covering upper and lower portions of the ceramic
body 110. The first and second external electrodes 131 and
132 may include bands 131a, 1315, 132a, and 1325 covering
portions of the first and second main surfaces 110a and 1105
of the ceramic body 110 and head portions 131¢ and 132¢
covering both end surfaces of the ceramic body 110 in the
length direction L.

According to the related art, as a method of forming exter-
nal electrodes, a method of dipping the ceramic body 110 in
a paste including a metal component has been mainly used.

However, in the case of the dipping method according to
the related art, the paste may be applied to the bands 131a,
1315, 1324, and 1325 at a thickness greater than that applied
to the head portions 131¢ and 132¢ in which the first and
second internal electrodes 121 and 122 are exposed, due to
interfacial tension of the paste. Therefore, flatness of the
bands 131a, 1315, 1324, and 1325 of the first and second
external electrodes 131 and 132 may be decreased, and angles
of'distal end portions of thebands 131a,1315,132a, and 1325
of'the first and second external electrodes 131 and 132 may be
increased.

Referring to FIG. 4, in the present embodiment, an air
blowing device 200 having a pair of air blowing holes may be
disposed on the ceramic body 110. Therefore, after the second
external electrode 132 is dipped into the paste, air may be
blown toward both bands 1324 and 1325 of the dipped second
external electrode 132 through the air blowing holes.

When the air is blown as described above, the paste applied
to the bands 1324 and 1325 of the second external electrode
132 is moved to the head portion 132¢, whereby the flatness of
the bands 132a and 1325 may be increased without the use of
a high viscosity paste, and the angles of the distal end portions
of'the bands 132a and 1326 may be decreased.

Here, the surface flatness of the bands 1324 and 1325 ofthe
second external electrode 132 and the angle of the second
external electrode 132 with respect to the ceramic body 110
may be controlled by adjusting air speed and air direction.

A reference sign AB of FIG. 4 indicates a direction of the
air blown downwardly through the air blowing device 200. In
addition, although FIG. 6 shows only the second external
electrode 132, the surface flatness of the bands 131a and 1315
of the first external electrode 131 and an angle of the first
external electrode 131 with respect to the ceramic body 110
may also be controlled by the same method.

The first and second plating layers 141 and 142 may be
mainly formed of copper (Cu) and be formed on both end
surfaces of the ceramic body 110 while covering all of the
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head portions 131¢ and 132¢ and the bands 1314, 1315, 1324,
and 1325 of the first and second external electrodes 131 and
132.

FIGS. 5 and 6 are lateral cross-sectional views showing an
end portion of the ceramic body and an external electrode and
a plating layer formed around the end portion of the ceramic
body in order to illustrate a dimensional relationship between
elements included in the multilayer ceramic capacitor of FIG.
3.

Hereinafter, a relationship between flatness of and angles
of'bands of external electrodes and a frequency of cracking in
a via electrode and delamination in the multilayer ceramic
capacitor 100 according to the present embodiment will be
described with reference to FIGS. 5 and 6.

Inaprocess of embedding the multilayer ceramic capacitor
100 according to the present embodiment in a board, a cavity
for embedding the multilayer ceramic capacitor is first
formed in the board. Next, adhesive tape is attached to one
surface of the board, and the multilayer ceramic capacitor is
mounted in the cavity. Next, a built-up film formed of an
epoxy material is attached to the board having the multilayer
ceramic capacitor embedded therein and is compressed at
high temperature and high pressure. Then, the tape attached to
one surface of the board is removed, and a built-up film
formed of an epoxy resin is attached to the other surface of the
board having the multilayer ceramic capacitor embedded
therein and is compressed at high temperature and high pres-
sure.

After the multilayer ceramic capacitor 100 manufactured
according to the present embodiment was embedded in the
board, a via hole was processed using a laser beam and was
plated, and a reflow test was performed. Then, flatness
depending on a curvature of the external electrode was cal-
culated, and a frequency of cracking generated after a reflow
process performed in respective flatness values was obtained.

Here, a distance from one ends of the bands 132a and 1324
ofthe second external electrode 132 to the other ends thereof
is defined as A, and a distance between points at which a
virtual line drawn from a point vertically spaced apart from a
surface of the second plating layer 142 at a point V2xA from
one end of the bands 132a and 132 inwardly of the ceramic
body 110 by 3 um in the length direction of the ceramic body
110 intersects points on the surface of the second plating layer
142 is defined as B.

The following Table 1 shows results of a cracking fre-
quency in a via electrode after a reflow process was continu-
ously performed five times on a board on which the plating
process was completed, at a temperature of 260° C. for 10
minutes.

TABLE 1

Cracking Frequency in Via Electrode

Band Flatness (after a reflow process is
(B/A, %) performed five times)
40 85/200
45 45/200
50 15/200
55 3/200
60 0/200
65 0/200
70 0/200
75 0/200
80 0/200
85 0/200

Referring to Table 1, it could be appreciated that in the case
in which the flatness of the band of the external electrode was
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55% or less, cracking occurred in the via electrode. In addi-
tion, it could be appreciated that as the flatness was gradually
decreased, a crack generation rate in the via electrode was
also increased. Therefore, it could be appreciated that flatness
of'the band of'the external electrode in order to avoid cracking
in the via electrode may be 60% or more.

Meanwhile, after an angle between the ceramic body 100
and the second external electrode 132 was differently con-
trolled by an air blowing method the second plating layer 142
was formed on the second external electrode 132 to manufac-
ture the multilayer ceramic capacitor 100, the multilayer
ceramic capacitor 100 was embedded in the board. Then, a
reflow test was performed.

Here, one end of the bands of the second external electrode
142 is defined as P, a point spaced apart from P by YioxA is
defined as Q, and a point at which a virtual line vertically
drawn from Q in the thickness direction of the ceramic body
intersects a point on the surface of the second plating layer is
defined as R. Angles 8 formed by line PQ and line PR were
calculated, and a frequency of delamination generated
between the ceramic body and the external electrode after a
reflow process at respective angles was obtained.

The following Table 2 shows results of delamination fre-
quency by observing a cross section of the board after a reflow
process was continuously performed five times on the board
on which the plating process was completed, at a temperature
0f260° C. for 10 minutes.

TABLE 2

Frequency of Delamination
(after a reflow process is
performed five times)

Angle of Distal End of
Band (0, degrees)

10 0/200
15 0/200
20 0/200
25 0/200
30 0/200
35 0/200
40 3/200
45 18/200
50 27/200
55 42/200

Referring to Table 2, in the case in which the angle of the
distal end of the band of the external electrode was 35 degrees
or less, the delamination was not generated. However, in the
case in which the angle of the distal end of the band of the
external electrode was 40 degrees or more, the delamination
was generated. As the angle of the distal end of the band of the
external electrode was increased, the frequency of the delami-
nation was increased. That is, it could be appreciated that the
angle 0 of the distal end of the external electrode may be 35
degrees or less in order to prevent the delamination.

As set forth above, according to the embodiment of the
invention, a ratio of thicknesses among the ceramic body, the
external electrodes, and the plating layers in the multilayer
ceramic capacitor is controlled to avoid a reduction in reli-
ability and cracking in the ceramic body.

While the present invention has been shown and described
in connection with the embodiments, it will be apparent to
those skilled in the art that modifications and variations can be
made without departing from the spirit and scope of the
invention as defined by the appended claims.
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What is claimed is:

1. A multilayer ceramic capacitor to be embedded in a
board, comprising:

a ceramic body having a plurality of dielectric layers lami-

nated therein;

aplurality of first and second internal electrodes alternately

exposed through both end surfaces of the ceramic body,
having each of the dielectric layers interposed therebe-
tween;

first and second external electrodes formed on both end

surfaces of the ceramic body and electrically connected
to the first and second internal electrodes, respectively;
and

first and second plating layers enclosing the first and sec-

ond external electrodes,

wherein when a distance from one end of bands of the first

or second external electrode to the other end thereof is
defined as A and a distance between points at which a
virtual line drawn from a point vertically spaced apart
from a surface of the first or second plating layer at a
point ¥2xA from one end of the bands inwardly of the
ceramic body by 3 um in a length direction of the
ceramic body intersects points on the surface of the first
or second plating layer is defined as B, B/A=0.6 is sat-
isfied.

2. The multilayer ceramic capacitor of claim 1, wherein
when one end of the bands of the first or second external
electrode is defined as P, a point spaced apart from P by Y1oxA
is defined as Q, and a point at which a virtual line vertically
drawn from Q in a thickness direction of the ceramic body
intersects a point on the surface of the first or second plating
layer is defined as R, an angle (8) formed by line PQ and line
PR is equal to or smaller than 35 degrees.

3. The multilayer ceramic capacitor of claim 1, wherein the
ceramic body has a thickness of 80 pm or less.

4. A method of manufacturing a multilayer ceramic capaci-
tor to be embedded in a board, the method comprising:

preparing a plurality of ceramic green sheets;

forming a plurality of first and second internal electrodes

on the respective ceramic green sheets using a conduc-
tive paste;

forming a multilayer body by alternately stacking the plu-

rality of ceramic green sheets having the first and second
internal electrodes formed thereon in a thickness direc-
tion of the multilayer body;

forming a ceramic body by sintering the multilayer body;

forming first and second external electrodes on both end

surfaces of the ceramic body so as to contact the exposed
portions of the first and second internal electrodes to
thereby be electrically connected to the first and second
internal electrodes, respectively; and

forming first and second plating layers enclosing the first

and second external electrodes,

wherein when a distance from one end of bands of the first

or second external electrode to the other end thereof is
defined as A and a distance between points at which a
virtual line drawn from a point vertically spaced apart
from a surface of the first or second plating layer at a
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point ¥2xA from one end of the bands inwardly of the
ceramic body by 3 pum in a length direction of the
ceramic body intersects points on the surface of the first
or second plating layer is defined as B, B/A=0.6 is sat-
isfied.

5. The method of claim 4, wherein when one end of the
bands of the first or second external electrode is defined as P,
a point spaced apart from P by YioxA is defined as Q, and a
point at which a virtual line vertically drawn from Q in a
thickness direction of the ceramic body intersects a point on
the surface of the first or second plating layer is defined as R,
an angle (0) formed by line PQ and line PR is equal to or
smaller than 35 degrees.

6. The method of claim 4, wherein the multilayer body is
formed to have a thickness of 80 um or less.

7. The method of claim 4, wherein the forming of the first
and second external electrodes includes:

dipping both ends of the ceramic body in a paste to form the

first and second external electrodes; and

blowing air toward the bands of the first and second exter-

nal electrodes.

8. The method of claim 7, wherein in the blowing of the air,
a speed and a direction of the blown air are adjusted to control
surface flatness of the bands of the first and second external
electrodes and angles between the ceramic body and the first
and second external electrodes.

9. A method of manufacturing a board having a multilayer
ceramic capacitor embedded therein, the method comprising:

preparing the multilayer ceramic capacitor;

forming a cavity in the board;

mounting the multilayer ceramic capacitor in the cavity;

attaching a built-up film to the board and compressing the

built-up film at a high temperature and a high pressure,
the built-up film being formed of an epoxy material;
forming via holes in the board such that external electrodes
of the multilayer ceramic capacitor are exposed; and
filling the via holes with a conductive material to manufac-
ture the board having the multilayer ceramic capacitor
embedded therein,

wherein in the multilayer ceramic capacitor, when a dis-

tance from one end of bands of the first or second exter-
nal electrode to the other end thereof is defined as A and
a distance between points at which a virtual line drawn
from a point vertically spaced apart from a surface of a
first or second plating layer at a point “2xA from one end
of the bands inwardly of a ceramic body by 3 um in a
length direction of the ceramic body intersects points on
the surface of the first or second plating layer is defined
as B, B/A=0.6 is satisfied.

10. The method of claim 9, wherein when one end of the
bands of the first or second external electrode is defined as P,
a point spaced apart from P by YioxA is defined as Q, and a
point at which a virtual line vertically drawn from Q in a
thickness direction of the ceramic body intersects a point on
the surface of the first or second plating layer is defined as R,
an angle (0) formed by line PQ and line PR is equal to or
smaller than 35 degrees.
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